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THIS NEW BROCHURE HAS BEEN STUDIED FOR MAKING EASIER
THE PROCESS OF CHOOSING A WINDOW, STARTING FROM
THE CUSTOMER NEEDS.

The needs a window must satisfy have been highlighted by a study developed within the De Carlo R&D office.
In this analysis the main factors which drive the choosing of a window are:
COMFORT, DESIGN, SAFETY and ENVIRONMENT

The DE CARLO designers are constantly in direct contact
with customers and professionals for supplying further
customized solutions

www.decarlo.it

With state-of-the-art  profiles
and all the needed technical
details for maximizing thermo-
acoustic performance,
De Carlo window  contributes
to the home  wellness and
comfort

Never more a landscape
hidden  behind heavy
windows: through the
choice of the best
hardwood , robust
hardware system  and
anti-breaking  glass , the
De Carlo window is safety
 and design together.

Manufactured in wood and
in aluminum or bronze
cladded wood and available
in a broad range of finishes,
“DE CARLO” window is
designed to exalt every
architectonic context

Thanks to a energy-
efficient manufacturing
process, to the durability
and renewable  nature
of the wood, to the
responsible usage of
certified  wood
resources, De Carlo
window is
eco-sustainable
product.



The advantages of thermal insulation
De carlo Windows are designed to obtain high performances and,

between the other advantages , they provide:

A better usage of the space of your house. In fact it
is possible to prevent  cold areas next to the windows.

A bigger surface of the window in order to increase
the light and the beauty of your house.

A sensible decrease of heating costs thanks to the
minimization of energy losses.

The solution for the condensation problem.

An important contribution to the environment protection.
The reduction of energy consumption, both in wintertime
and in summer, implies a reduction of CO2 emissions.

Certifications

Quality Management System certified according to
UNI EN ISO 9001:2000

The Quality Management System is the research method applied
to attain the satisfaction of Customers and Òparties concernedÓ
(internal collaborators, suppliers, credit institutions, etc.)
through the efficiency of the companyÕs performances.
It enables to:
- ensure the quality level of products/services over time
- spot and eliminate the companyÕs inefficiencies and their
relevant costs.

Environmental Management System certified according to
UNI EN ISO 14001:1996

The Environmental Management System is the research method
applied to minimize the environmental impact of processes,
products and services, and ensure the improvement of the
operational control processes.

Italian SOA Certificate Cat. OS6 Qualification Class V

The SOA certificate certifies the companyÕs qualification to
carry out public works in compliance with italian D.P.R.
25/01/2000 nr. 34.
The qualification is based on the assessment of the general
requisites (registered company, non-existence of bankruptcy,
etc.), the economic and financial, technical and organizational
capabilities (including the evaluation of the Quality Management
System implementation), availability of technical equipment,
adequately sized staff.

CE Marking

All of De Carlo Infissi SpAÕs internally manufactured products
are CE marked and sold with a certificate of compliance
according to the provisions of UNI EN 14351-1 and UNI EN
13659, implementing the provisions of the European Directive
89/106/CE.
CE marking is one of the instruments for market regulation
introduced in Europe as a guarantee for consumers in relation
to specific product requirements. De Carlo Infissi SpA completed
the procedure for the marking by subjecting its product range
to testing at an approved laboratory, and undertakes to
constantly monitor and improve the certified performances
with the support of the constant development of the product.
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EN 14351 - 1:2006
Finestra 2Ante Linea 68 Classic

Resistenza al vento: Classe C3

Tenuta dellÕacqua: Classe 9A

Permeabilitˆ allÕaria: Classe 4

Abbattimento acustico: dB 37 (-1;-5)

Trasmittanza termica: 1,77 W/m2¡K

Fattore solare: 56

Trasmittanza luminosa: 75%

FSC/ICILAÐCOC-0177
FSC Trademark © 1996
Forest Stewardship Council A.C.

FSC is an international, independent, non-profit N.G.O. including among its
members environmental and social organizations, indigenous communities,
forest owners, industries processing and dealing in timber, scientists and
engineers, operating together to improve forest management throughout the
world. The FSC brand identifies products containing timber from forests that
are correctly and responsibly managed according to strict environmental, social
and economic standards. The forest such timber originates from is controlled
and evaluated on an independent basis in compliance with these standards
(principles and criteria of proper forest management), established and approved
by the Forest Stewardship Council a.c. with the participation and approval of the
parties concerned.

PEFC/18-31-53
We promote sustainable forest management.
For further information: www.pefc.org

The PEFC system (Programme for Endorsement of Forest Certification schemes)
was born as a non-profit voluntary initiative in the private sector. It was the result
of a series of meetings of the representatives of forest owners
of several promoting countries in Europe. The system implies the setting up of
national PEFC structures in the different countries across the world, which should
involve, upon the request of forest owners, all the most important parties
concerned (trade associations, federations, etc.). The path proposed by the
PEFC for sustainable forest management certification is based on specific
standards including criteria that form the basis for the development
of a national certification scheme able to meet the requirements of the definition
of sustainable forest management, established by a ÒPan-European ProcessÓ
and endorsed by the Ministers of Forest Policies of 37 countries.



Fit for any architectural solution, both for classic
and contemporary settings, for those wishing to
personalize their home. The space for the 28-
mm thick glazing is fit for the use of thermal
and/or solar insulation, acoustic insulation,
accident-safe and vandal-safe glass panes. The
agreeable and harmonious look of these windows
is the result of our painstaking care for details,
a state-of-the-art lacquering cycle and the
exclusive use of first-rate materials.

With its external parts exclusively made in wood,
the ARTE line is conceived for the renovation of
period buildings. Furthermore, with smoothly
shaped profiles and glass-holders, this ARTE line
is perfect for elegant and traditional interior
design.

Perfect with modern and contemporary style, the
windows of 68 Design propose a minimal design
with linear and elegant internal profiles. As per
all the other lines, with all the different Denergy
options it is guaranteed the coverage of all
thermo-acoustic needs.

Fit for any architectural solution, both for classic
and contemporary settings, for those wishing to
personalize their home. The space for the 42-
mm thick glazing is fit for the use of thermal
and/or solar insulation, acoustic insulation,
accident-safe and vandal-safe triple panes glass,
assuring at the same time the highest
performances.

With its external parts exclusively made in wood,
the ARTE line is conceived for the renovation of
period buildings. Furthermore, with smoothly
shaped profiles and glass-holders, this ARTE
line is perfect for elegant and traditional interior
design, proposing at the same time a window
positioned at the highest performance levels.

Fit for the best home security and, at the same
time, the highest performances of thermo-
acoustic insulation.
The structure made only with laminated oak, the
hardware system and the assembly procedures
assure an anti-effraction  performance certified
in class 3.

78 Design line is the specific proposal for those
who want to join the formal minimalism and a
modern design with the elevated levels of thermo-
acoustic performances.

wood collection
laminated wood windows



Prestige windows and doors of laminated wood
with outer aluminium cladding, available in the
versions ÒQuadraÓ and ÒBronzeÓ and in an extremely
wide range of colour finishes to better meet the
needs for modernity and flexibility.
The elegance and technology of the outer aluminium
profile, specifically designed for De Carlo windows,
ensures the better adaptability of the window to
any environment.

This is the window line designed to meet the
aesthetic requirements of contemporary architecture.
The 68 Exter Design Line show linear and elegant
profiles both at the internal and external side of the
window. As per all the other lines, with all the
different Denergy options it is guaranteed the
coverage of all thermo-acoustic needs.

Inspired by the latest trends of contemporary
architecture, the windows of 68 Exter Glass Line
are designed to exalt an only-glass exterior view,
filling the home with the harmony and warmth
typical of wood. The Line is available for single-
sash windows and doors.

Prestige windows and doors of laminated wood with
outer aluminum cladding, conceived to guarantee
the need of flexibility for any architectural context
and the highest level of performance. The 42-mm
thick glazing space make available triple panes glass
configured, by the Denergy options, for the specific
need of thermo-acoustic insulation.

The Line 68 Exter Plus Glass is targeted to meet
high insulation performances together with the latest
trends of contemporary architecture, through an
only-glass exterior view. The 42-mm thick glazing
space make available triple panes glass configured,
by the Denergy options, for the specific need of
thermo-acoustic insulation.

Line of windows designed on purpose for exalting
the contemporary style architecture. Furthermore,
by the usage of triple glazing, configured according
the Denergy options, the windows of the 68  Exter
Plus Design Line offer the highest performance
levels.

exter collection
metal-cladded wood windows



High-quality laminated wood windows and doors
with outer aluminium facing, structured so as to
enable the insertion of a Venetian blind between
the double glazing of the wooden window and
the tempered glass of the aluminum element,
opening separately. Thanks to an extremely wide
range of inner and outer colour finishes, it perfectly
suits modern and office settings.

The 68 Exter Passive Line is a specific product
targeted for the reaching the utmost thermal
performances. The technology of the external
aluminum profile insulated through polyurethane-
based materials and designed solely on the De
Carlo profiles, together with the triple panes glazing,
ensures a thermo-insulation performance at very
highest levels between those made available by the
state-of-art fenestration technology.

Ug:  Glass Thermo Trasmittance. This is the value of the energy loss measured in Watt per square meter of glazed surface (W/mq° K), for a difference of
temperature of 1 centigrade between the internal and the external of a building.
Uw: Window Thermo Trasmittance. It indicates the value of Thermo Trasmittance for the all window system , expressed in (W/mq° K)
Fs: Solar factor. With reference to a glazed envelope component, this indicator gives the percentage of energy which pass through the component respect
to the total solar energy impacting on the component. The lower is this value, the lower is the solar energy entering into the building
RW: Acustic insulation (as decibel (dB) decrease factor) for the window.

High comfort and energy saving in wintertime
This is the option which provides a double stratified glass (both for the internal and for the external pane)
 with a low-emission inner glass.

All the values of Denergy Options have been calculated
with the analytic method on a softwood window having
dimensions of 1230 mm x 1480 mm

In this section of the brochure, we are introducing the DE CARLO window offer
which, for simplifying the choice,  is structured through the options Denergy,
Denergy Solar, Denergy Acustic, Denergy Top and Denergy Bull.
For each of these options and for all the proposed lines, we are detailing the
performance data in a direct and clear way in order to make easier the selection
of the window satisfying the specific need.

exter collection
metal-cladded wood windows
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